SIEMENS C€

DECLARATION OF PERFORMANCE

ProhlaSeni o viastnostech

according to Construction Products Regulation EU No 305/2011
podle nafizeni EU o stavebnich vyrobcich ¢. 305/2011

No. / . 1116-CPR-004

1. Unique identification code of the product-type:
Jedinecny identifikacni kod typu vyrobku:
Non return valve for gas fire extinuishing systems CO2 / HFc227ea / IG 100 / IG 01 / FK5-1-12
Zpétny ventil pro plynové hasici systémy na bazi CO2 / HFc227ea /1G 100/1G 01/ FK5-1-12

2. Type, batch or serial number or any other element allowing identification of the construction product as required pursuant to
Article 11(4):

Typ, SarZe nebo sériové Eislo nebo jakykoli jiny prvek umoZriujici identifikaci stavebnich vyrobkd podle ¢l. 11 odst. 4:

CARJIC 6

3. Intended use or uses of the construction product, in accordance with the applicable harmonized technical specification, as

foreseen by the manufacturer:
Zamyslené pouZiti nebo zamyslené pouZiti stavebniho vyrobku v souladu s pfislusnou harmonizovanou technickou specifikaci podle pfedpokladu vyrobce:

Components for gas extinguishing systems installed in buildings and field areas as a part of a complete operating
system
Slozky pro plynové hasici systémy instalované v budovéach a oblastech jako soucést tplného provozniho systému

4. Name, registered trade name or registered trade mark and contact address of the manufacturer as required pursuant to
Article 11(5):

Jméno, firma nebo registrovana obchodni znamka a kontaktni adresa vyrobce podle ¢l. 11 odst. 5:

Siemens SAS, ZI - 617 rue Fourny, F-78531 Buc Cedex - FRANCIE

5. Where applicable, name and contact address of the authorized representative whose mandate covers the tasks specified in
Article 12(2):

Pfipadné jméno a kontaktni adresa zplnomocnéného zastupce, jehoZ plna moc se vztahuje na Ukoly uvedené v ¢l. 12 odst. 2:

Not applicable / Nelze uplatnit

6. System or systems of assessment and verification of constancy of performance of the construction product as set out in

Annex V:
Systém nebo systémy posuzovéni a ovéfovani stalosti viastnosti stavebnich vyrobkd, jak je uvedeno v pfiloze V:

Systém 1

7. In case of the declaration of performance concerning a construction product covered by a harmonized standard:
V pfipadé prohlaseni o viastnostech tykajicich se stavebniho vyrobku, na ktery se vztahuje harmonizovana norma:

Centre National de Prévention et de Protection CNPP, 1116

performed type testing and the initial inspection of the manufacturing plant and of factory production control with continuous

surveillance, assessment and approval of the factory production control under system 1
provedené testovani typu a ivodni inspekce vyrobniho zavodu a kontrola tovarni vyroby s pribéznym dohledem, posuzovanim a schvélenim kontroly tovarni
vyroby v ramci systému 1

and issued following certificate: 1116-CPD-004

a vydané nasledujici osvédceni:

8. In case of the declaration of performance concerning a construction product for which a European Technical Assessment has

been issued:
V pfipadé prohlaseni o viastnostech tykajicich se stavebniho vyrobku, pro ktery bylo vydano evropské technické posouzeni:

Not applicable / Nelze uplatnit
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9. Declared performance:
Vlastnosti uvedené v prohlaseni:

All requirements including all Essential Characteristics and the corresponding performances for the intended use or uses
indicated in point 3 above have been determined as described in the hEN mentioned in the table(s) below.

Veskeré poZadavky vcetné viech zékladnich charakteristik a souvisejicich viastnosti pro zamyslené pouziti nebo zamyslena pouziti uvedena v bodé 3 vyse byly
stanoveny dle popisu v hEN v tabulce niZe.

Essential Characteristics Performance Harmonized technical
specification
Zakladni charakteristiky Vlastnosti Harmonizovana technicka
specifikace
Distribution of extinguishing Distribuce hasiciho média EN 12094-13:2001
media
— Flow way — Smér pritoku Pass / Vyhovuje Clause / Dolozka 4.5
Operational reliability Provozni spolehlivost EN 12094-13:2001
— General design — Obecny névrh Pass / Vyhovuje Clause / Dolozka 4.1
— Internal pressure — Vhnitini tlak Pass / Vyhovuje Clause / Dolozka 4.3
— Strength — Sila Pass / Vyhovuje Clause / Dolozka 4.4
— Leakage — Prosakovani Pass / Vyhovuje Clause / Dolozka 4.6
— Impact — Dopad NPD Clause / Dolozka 4.7 (only for check
valves / pouze pro zpétné ventily)
— Function and ambient temperatures — Funkce a okolni teploty Pass / Vyhovuje Clause / Dolozka 4.8
Durability against corrosion Odolnost vici korozi EN 12094-13:2001
— Corrosion — Koroze Pass / Vyhovuje Clause / Dolozka 4.9
— Stress corrosion — Korozni praskani Pass / Vyhovuje Clause / Dolozka 4.10
Durability against vibration Odolnost vici vibracim EN 12094-13:2001
— Vibration resistance — Odolnost viiéi vibracim Pass / Vyhovuje Clause / Dolozka 4.11

10. The performance of the product identified in points 1 and 2 is in conformity with the declared performance in point 9.
Vlastnost vyrobku uvedend v bodech 1 a 2 je ve shodé s viastnosti uvedenou v bodé 9.

This declaration of performance is issued under the sole responsibility of the manufacturer identified in point 4.
Toto prohla$eni o vlastnostech se vydava na vyhradni odpovédnost vyrobce uvedeného v bodé 4.

Signed for and on behalf of the manufacturer by:
Podepsano vyrobcem a jeho jménem:

Buc, 16.06.2014

Siemens SAS
C// &
e
Head of Extinguishing Activity CPS Head SWE1

This declaration of performance does not imply any warranty for properties. The safety instructions of the relevant product documentation shall be observed.

Toto prohlaseni o vlastnostech nezahrmuje jakoukoliv zaruku tykajici se viastnosti. Je nutné dodrZzovat bezpecnostni pokyny uvedené v pfislusné vyrobkové

dokumentaci.

Siemens SAS Siemens SAS

Headquarters / Ustredi Building Technologies Division

9, boulevard Finot ZI - 617 rue Fourny

FR-93527 Saint Denis Cedex 2 FR-78531 BUC cedex

Tel.: +33 (0) 14922 3100 Tel.: +33 (0) 1 30 84 66 00

Fax: +33 (0) 14922 34 13 Fax: +33 (0) 1 39 56 42 08
www.siemens.fr www.siemens.com/buildingtechnologies
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